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Wir danken Ihnen für Ihr
I n t e r e s s e an unse ren
Produkten.

Bevor Sie sich aber über
u n s e r L i e f e r p r o g r a m m
anhand des neu erstellten
Gesamtkataloges informie-
ren, möchten wir uns Ihnen
kurz vorstellen:

ComDat Electronic ist seit
1991 tä t i g und ha t s i ch
vorwiegend auf Hardware-
S o n d e r l ö s u n g e n und
Präsen ta t i onsge rä te i m
Computerbereich speziali-
siert.
Durch unser kleines Team
sind wir im Gegensatz zu
einigen Mitbewerbern in der
Lage k u r z f r i s t i g und
i n d i v i d u e l l au f unse re
Kundenwünsche einzugehen
und unsere Ideen, bzw Ihre
Wünsche in kürzester Zeit zu
realisieren.
Dabe i e n t w i c k e l n und
fertigen wir einen Teil unsere
Geräte selbst um so aktuell
am Markt orientiert zu sein.

UmunserVertriebsprogramm

zu ergänzen , haben wi r
natür l ich auch Produk te
ande re r He rs te l l e r i m
Programm. Sie können aber
sicher sein, daß wir diese
sehr sorgfältig ausgewählt
haben und an die Produkte
d i e g le i chen h o h e n
Qualitätsansprüche wie an
unsere Eigenentwicklungen
stellen.
Es lohnt sich natürlich auch
eine Anfrage über Produkte
welche nicht in unserem
Katalog aufgeführt sind, die
wi r I hnen aber n a c h
Mög l i chke i t k u r z f r i s t i g
beschaffen werden. Auf
Wunsch können wir auch
nach Ih ren Vo rgaben
K le inse r i en v o n der
Entwicklung bis zur Fertigung
für Siedurchführen.

Bei der Kabelkonfektionie-
r u n g , e ines unse re r
Hauptstandbeine, können
Sie sich bei uns auf beste
Qualität der Produkte und
kü rzes te L i e f e r z e i t e n
verlassen.

Alle unsere Produkte tragen

das C E - Z e i c h e n und
entsprechen den EMV- und
Niederspannungsrichtlinien.

Auch wir sind mit der Zeit
gegangen und sind nun im
In ternet ver t re ten . Über
h t t p : / / w w w . c o m d a t -
electronic.de gelangen Sie
au f unse re H o m e p a g e .
Schauen Sie mal vorbei. Hier
gibt es auch Sonderaktionen
mit attraktiven Preisen und
aktuelleNews.

Getreu dem Motto "Klein
aber Fein" hoffen wir hiermit
Ihr Interesse geweckt zu
h a b e n und würden uns
jederzeit freuen, Anregungen
und Wünsche von Ihrer Seite
zu e rha l t en u n d zu
bearbeiten.

Mit bestenWünschen

Ihr

SteffenObenland

Sehr geehrte Damen und Herren



Peaker
VGA–UXGA Line Driver

 Model      Part #  

Peaker (World) 1686
Peaker (USB) -

 

 

The ComDat Peaker is an extremely small, one input, one buffered output VGA-UXGA line driver. 
The peaker drives a high resolution computer-video signal up to 250 feet (76 meters) through high 
quality cable, such as ComDat VGA cable. The Peaker provides amplification and peaking, allowing 
the video signal to be run long distances to produce a brighter and sharper image. This is especially 
useful with laptops, which often output a low power video signal. The Peaker also restores low level 
sync voltages found on many laptops (as low as two volts) to normal TTL levels. This allows a laptop 
to function with display devices and cable types it would normally not work with. The display's ID 
bits are passed through to the laptop. The Peaker is housed in an adapter-sized enclosure, which 
allows for direct connection to a laptop.

Features

●     Compatible with VGA-UXGA graphic cards, monitors, and projectors, as well as Macs with 15-
pin HD output 

●     ID bits pass through 
●     User-selectable gain/peaking provided to maintain signal integrity during long cable runs 
●     Peaker (USA/domestic) includes 110VAC, wall-mount power supply 
●     Peaker (World) includes 110-220VAC, external international power supply 
●     Peaker (USB) includes USB power cable that draws power through a laptop's USB port

Specifications

Video

Gain Selectable: Unity (Normal), (0.75V) 50%

(Medium), (0.8V) 100% (Maximum)

Bandwidth 300 MHz (-3dB)

Note: ID bits will be passed through

Video input 

Number/signal type 1 VGA-UXGA RGBHV, RGBS, RGsB, RsGsBs

Connectors (1) 15-pin male

Nominal level 0.7V p-p for RGB

Minimum/maximum levels Analog: 0.3VDC to 1.5VDC p-p with no offset at unity gain

Impedance 75 ohms

Horizontal frequency 15 kHz to 135 kHz

Vertical frequency 30 Hz to 170 Hz

Video output



Number/signal type 1 VGA-UXGA RGBHV, RGBS, RGsB, RsGsBs

Connectors (1) 15-pin HD female

Nominal level 0.7V p-p for RGB

Minimum/maximum levels Analog: 0.3VDC to 1.5VDC p-p with no offset at unity gain

Impedance 75 ohms

DC offset ±5mV maximum with input at 0 offset

Sync

Input type RGBHV, RGBS, RGsB, RsGsBs

Output type RGBHV, RGBS, RGsB, RsGsBs

Input level 2.0V to 5.0V p-p

Output level TTL: 5V p-p

Input impedance 510 ohms

Output impedance 75 ohms

Max. propagation delay 18.8 ns

Max. rise/fall time 4 ns

Polarity Positive or negative

General

Power 

Peaker 100 to 250VAC, 4 watts, maximum, external

Peaker USB USB (5.0VDC, 0.2 A)

Temperature/humidity Storage -40° to +158°F (-40° to +70°C) / 10% to 90%, non-condensing

Operating +32° to +122°F (0° to +50°C) / 10% to 90%, non-condensing

Rack mount No

Enclosure type Plastic clamshell

Enclosure dimensions 0.6" H x 1.3" W x 3.1" D

1.4 cm H x 3.3 cm W x 7.9 cm D

Product weight

Peaker 0.5 lb (0.3 kg)

Peaker USB 0.1 lb (<0.1 kg)

Shipping weight 1 lb (1 kg)

Vibration ISTA/NSTA 1A in carton (International Safe Transit Association)

Listings UL, CUL

Compliances CE

MTBF 30,000 hours

Warranty 2 years parts and labor

Application Diagram



 



Technical Specifications:
INPUT:

OUTPUT:

VIDEO BANDWIDTH: AUDIO BANDWIDTH:
VGA LEVEL CONTROL: AUDIO CONTROL:
DIFF. GAIN: AUDIO THD:
DIFF. PHASE: AUDIO 2nd HARMONIC
VIDEO S/N RATIO: AUDIO S/N RATIO:
DIMENSIONS:
POWER SOURCE:
WEIGHT:
ACCESSORIES:
OPTIONS:

1 VGA / XGA on a HD 15F Connector
1 Audio stereo 1Vpp / 10K on RCA connectors
2 VGA / XGA on HD 15F Connectors
2 Audio stereo 1Vpp / 150 on RCA connectors (max. output 5 Vpp.)
340 MHz 100 kHz.
-0.7 to +5.1dB -55 dB to +6dB.
0.04% 0.02%.
0.07 Deg : 0.003%.
77 dB 85 dB.
16.5cm x 12 cm x 4.5 cm (W x D x H)
12VDC, 100mA
0.7 Kg.
Power supply.
Model VA-50P rack mountable power supply with six 12VDC outlets.

VGA and Audio Distributor 2-fach

Some features and applications:

C
C
C

Dual monitor desktop multimedia or teleconference systems.

Presentation systems requiring a local monitor and projector operating simultaneously.

Schools, churches, A/V technicians, rental/staging.

Art.-Nr.: 1642

The VP-2xl is a high performance 1:2 distribution amplifier for VGA and stereo audio signals.
It accepts one set of inputs, provides proper buffering and isolation, then distributes the signal to two
identical outputs using 15 pin HD connectors for VGA and dual RCAs for stereo audio. The VS-2xl is
idealfor dual monitor applications, or presentation systems requiring a local monitor and a large screen
displayDevice. Video bandwidth of 340MHz ensures that the VP-2xl remains transparent even at high-
resolutionVGA modes such as XGA. Separate audio and VGA gain controls are provided to adjust the
audio outputlevel, and to compensate for video signal loss inherent with long cable runs. A 12V power
supply is needed for typical operation but the optional model VA-50P is a rack mountable power supply
with six12VDC outlets.



VGA Distributor/Amplifier 2-fach

Some features and applications:

C
C

Computer and workstation RGB distribution
Component and RGB duplication studios (with appropriate cables+adapters), delivering
undiminished quality video dublicates

Art.-Nr.: 1622XL

The VP-200xl is a high performance 1:2 Line Amplifier / Distributor for VGA/XGA signals. It accepts one
input, provides correct buffering and isolation, and then distributes the signal to two identical outputs using
high-density 15 pin HD connectors. The machine has output level control, and cable equalization, using
two rotary controls on the front panel of the machine. Video band width exceeding 405 MHz ensures that
the VP-200xl remains transparent even at the highest resolution UXGA modes (1600x1200). It is ideal for
dual monitor applications, or presentation systems requiring a local monitor and a large screen display
such as a projector, at close or remote locations. A 12V power supply is needed.

Technical Specifications:

INPUT: Analog Red, Green, Blue signals - 0.7 Vpp/75 W, H & V sync, TTL level,
on HD15F connector.

OUTPUTS: 2 Analog Red, Green, Blue signals - 0.7 Vpp/75 W, H & V syncs-TTL
level, on HD15F connectors.

VIDEO BANDWIDTH: Exceeding 405 Mhz.
CONTROLS: Level: -0.4 to +3.5dB, EQ.: 0 to +8dB @ 100 MHz
DIFF. GAIN: <0.08%.
DIFF. PHASE: <0.05 Deg.
COUPLING: AC.
K-FACTOR: <0.05%.
S/N RATIO: 73 dB.
POWER SOURCE: 12 VDC, 60 mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98", W, D, H.).
WEIGHT: 0.25 kg. (0.55 lbs.) Approx.
ACCESSORIES: Power supply, mounting bracket.
OPTIONS: Model VA-50P power supply with six 12VDC outlets.



VGA Distributor/Amplifier 2-fach

Some features and applications:

C
C

Computer and workstation RGB distribution
Component and RGB duplication studios (with appropriate cables+adapters), delivering
undiminished quality video dublicates

Art.-Nr.: 1622XL2

The P-210xl is a high performance lineamplifier for VGA/XGA signals. It accepts one input, provides correct buffering
and isolation, loops it out to a local monitor or another acceptor and outputs an amplified and equalized signal to a
remote acceptor. The machine provides output level control and cableequalization, using two rotary controls on the
front panel of the machine. The machine allows input signal termination and ID bit control via its bottom accessible
4 small switches. Video bandwidth exceeding 380 MHz ensures that the VP-210xl remains transparent even at the
highest resolution UXGA modes (1600x1200). It is ideal for remote monitor applications, or presentation systems
requiring a local monitor and a large screen display such as a projector, at close or remote locations.
A 12V power supply is The VP-210xl is part of the TOOLS family of compact, high quality, and
cost effective solutions for a variety of applications.

needed.

Technical Specifications:

INPUT: Looping anlog Red, Green, Blue signals - 0.7 Vpp/75 W, H & V sync, TTL
level, on HD15F connector.

OUTPUTS: 1 Analog Red, Green, Blue signals - 0.7 Vpp/75 W, H & V syncs-TTL
level, on HD15F connectors.

VIDEO BANDWIDTH: Exceeding 380 MHz - 3dB
CONTROLS: Level: -0.6 to +4.1dB, EQ.: 0 to +4dB @ 5 MHz
DIFF. GAIN: <0.05%
DIFF. PHASE: <0.05 Deg.
COUPLING: AC
K-FACTOR: <0.05%.
S/N RATIO: 73 dB.
POWER SOURCE: 12 VDC, 60 mA.
DIMENSIONS: 12cm x 7.5cm x 2.5cm (4.7" x 2.95" x 0.98", W, D, H.).
WEIGHT: 0.25 kg. (0.55 lbs.) Approx.
ACCESSORIES: Power supply, mounting bracket.
OPTIONS: Model VA-50P power supply with six 12VDC outlets.



TECHNICAL SPECIFICATIONS

TYPICAL APPLICATIONS

1

GROUP 1

1.60

XGA Line Amplifier

INPUTS:

OUTPUT:

MAX. OUTPUT LEVEL:

BANDWIDTH (-3dB):

DIFF. GAIN:

DIFF. PHASE:

K-FACTOR:

S/N RATIO:

CONTROLS:

COUPLING:

POWER SOURCE:

DIMENSIONS:

WEIGHT:

ACCESSORIES:

OPTIONS:

1 x VGA/UXGA on HD15F connector.
1 x VGA/UXGA, 1 x VGA/UXGA loop on HD15F connectors.
1.9 Vpp/480MHz.
488 MHz.
0.8%.
0.2 deg.
< 0.05%.
73.5 dB.
0 to +11.3 dB, EQ. control ; Loop termination switch.
DC.
12 VDC, 200 mA.
12 x 7.5 x 2.5 cm (4.7" x 2.95" x 0.98"), W, D, H.
0.28 kg. (0.62 lbs.).
Power supply, mounting bracket.
19" rack adapters RK-T1, RK-T3.

Dual monitor systems - local and remote.
Presentation systems - for remote transmission and cable equalization.

The ComDat unit is a high performance line amplifier for VGA/XGA signals. It accepts one input, provides correct
buffering and isolation, loops it out to a local monitor or another acceptor, and outputs an amplified and equalized signal
to a remote acceptor. Due to its large bandwidth and driving power, the machine can drive very long high-resolution
lines, (up to 100 meters (300ft.) using good quality cable). The machine provides cable equalization control using a
recessed trimmer on the back panel; has a switch on the front-panel for input signal termination, and a switch on its
underside for ID bit control. Video bandwidth exceeding 480 MHz ensures that the unit remains transparent even at the
highest resolution QXGA modes. It is ideal for remote monitor applications, or presentation systems requiring a local
monitor and a large screen display such as a projector at close or remote locations. A 12V power supply is included. The
unit is part of the ComDat TOOLS family of compact, high quality, and cost effective solutions for a variety of



TECHNICAL SPECIFICATIONS

TYPICAL APPLICATIONS
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GROUP 1

1.63

1:2 XGA Differential Amplifier / DA

Analog red, green, blue signals - 0.7 Vpp/75 Ω , H & V sync, TTL level, on an HD15F connector.

2 analog red, green, blue signals - 0.7 Vpp/75 Ω , H & V syncs, TTL level, on HD15F connectors.

400MHz -3dB .

0.17%.

0.1 Deg.

DC.

< 0.05% .

71.5dB .

Level: -1.1 to +6dB, EQ.: 0 to +14.5dB, ID bit.

12 VDC, 150 mA .

12cm x 7.5cm x 2.5cm (4.7” x 2.95” x 0.98”), W, D, H .

0.3 kg. (0.66 lbs.) approx.

Power supply, mounting brackets. Rack adapters RKT-1, RKT-3 .

INPUT:

OUTPUTS:

VIDEO BANDWIDTH:

DIFF. GAIN:

DIFF. PHASE:

COUPLING:

K-FACTOR:

S/N RATIO:

CONTROLS:

POWER SOURCE:

DIMENSIONS:

WEIGHT:

ACCESSORIES:

Dual monitor systems - local or long range remote unit.

Presentation systems - for long distance, interference-free distribution and cable equalization.

The ComDat unit is a high performance 1:2 Differential Line Amplifier / Distributor for VGA/XGA sig-nals. It accepts one
input, provides correct buffering and isolation, and then distributes the signal to two identi-cal outputs on high-density 15
pin “D” connectors. The machine has two rotary controls on the front panel for output level control and cable
equalization. Video bandwidth exceeding 370MHz ensures that the unit remains transparent even at the highest
resolution UXGA modes (1600x1200). The unit uses special differential amplifying circuitry, which eliminates noise and
hum problems commonly found in long VGA/XGA lines. The unit is ideal for dual monitor applications, or presentation
systems requiring a local monitor and a large screen display such as a projector, at close or remote locations. A 12V
power supply is included. The unit is part of the ComDat TOOLS family of compact, high quality, and cost effective
solutions for a variety of applications.



VGA Amplifier 2-fach

Mittels des VGA - AMPLIFIER von ComDat Electronic kön-
nen analoge VGASignale verstärkt und auf bis zu 2 entfernte
Monitore verteilt werden. Durch den Loop Ausgang mit
schaltbarem Abschlußwiderstand kann das unveränderte
Eingangssignal weiter verwendet werden.
Der Verteiler wird einfach in die vorhandene Anlage zwi-
schen geschaltet, der Abgleich und die Einstellungen erfol-
gen an den frontseitigen Reglern und Schaltern.

Die Bandbreite von 350 MHz unterstützt Auflösungen über
1600 x 1200 Pixel und genügt somit auch höchsten
Anforderungen.
Ein 19”-Gehäuse aus Ganzmetall ermöglicht den Einsatz
auch unter kritischen Bedingungen und erlaubt den Einbau
in ein Rack.

Der Verteilereingang wird mit einem möglichst kurzen
Multikoaxialkabel direkt an die Grafikkarte angeschlossen.
Die weiter entfernten Monitore werden dann mit den 2
Ausgängen verbunden und das Gerät entsprechend abge-

glichen.

Bei Verwendung unseres Multikoax- oder RG-Kabels

berechnen wir Ihnen auch die Dämfung und die erforderli-

chen Einstellungen für ein optimales Bild. Am Loop Ausgang

steht Ihnen zusätzlich das unveränderte Eingangssignal für

einen Kontrollmonitor oder weiter Verteilung zur Verfügung.

Sollte der Loop-Ausgang nicht benötigt werden, ist am

Terminate-Schalter die Position IN=75 Ohm zu wählen.

Für die Verteilung ist die Verwendung eines Multikoaxial-

kabels oder einzelnen RG 59 Kabeln unbedingt erforderlich,

um Schattenbilder und andere Störungen zu vermeiden und

die Verluste zu minimieren.

Dieses Kabel können Sie in jeder beliebigen Länge, auch fer-

tig konfektioniert, von uns beziehen.

Ein Ausgang besitzt BNC-Buchsen, so daß hier mit

einzelnen RG-59 Kabeln gearbeitet werden kann um die

Verluste nochmals zu minimieren.

�

�

�

�

�

�

�

�

Übertragungen bis zu 100 m und mehr (Abhängig von Frequenz,
Kabel usw.)

Entzerrung und Verstärkung getrennt für jeden Ausgang
einstellbar, zusätzliches Sync-Delay

einfacher Anschluß, Einstellung über 6 Regler und 3 Schalter

2 Verstärkerausgänge, zusätzlich ein Kontrollausgang

Kaskadierbar

Tischgehäuse aus Metall

mit eingebautem Netzteil und Kaltgerätebuchse

ideal für Messen, Schulungen, Verkaufsräume, Überwachung,
Kontrolle usw...

keine störenden Geräusche am Arbeitsplatz, durch Auslagern des
Rechners

�

Änderungen und Irrtum vorbehalten

Technische Daten:

Eingang: 15 pol. HD-Buchse (female)

Ausgänge: 2 x 15 pol. HD-Buchse (female)

5 BNC Buchsen

Spannungsversorgung: 230 V~ / 50 Hz

Abmessungen (H x B x T): 44 x 480 x 190 mm

Gewicht: 2,4 kg

Arbeitstemperaturbereich: 0 bis +70 C

max. Frequenz: 350 MHz

max. Grafikauflösung: 1800 x 1600

Einstellungen: Verstärkung 0 bis +6 dB

Entzerrung

Hor. + Vert. Verzögerung 0 bis 5%

Lieferumfang: VGA Amplifier, Bedienungsanleitung

Verkaufskarton

Art. Nr.: 1620

� �

0 bis +8 dB

C



VGA Distributor 2-fach

Some features and applications:

C
C

Computer and workstation RGB distribution
Component and RGB duplication studios (with appropriate cables+adapters), delivering
undiminished quality video dublicates

Art.-Nr.:1622

The VP-200 is a full bandwidth, 1:2 High Resolution VGA Distribution Amplifier designed for computer and
workstations applications. The VP-200 splits a VGA/Super-VGA/XGA graphics card output to 2 monitors,
with no discernible signal degradation.
State-of-the-art video amplifying circuitry and microchip technology make the VP-200 the first choice
Graphics Component Distributor. Signal bandwidth of 345 MHz allows the VP-200 to be used with the
highest quality graphics workstations.

Technical Specifications:

INPUT:

OUTPUTS:

VIDEO BANDWIDTH:
DIFF. GAIN:
DIFF. PHASE:
COUPLING:
K-FACTOR:
S/N RATIO:
DIMENSIONS:
POWER SOURCE:

Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V sync, TTLlevel,
onHD15Fconnector
2 Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V syncs-TTL level,
onHD15F connectors
Exceeding 345 MHz
0.06%
0.13 Deg
AC
<0.05%
74 dB
12 cm X 7.5 cm X 2.5cm (W, D, H.)
12 VDC, 75 mA

Ω

Ω

ON 12VDC

OUTPUT2OUTPUT1

INPUT



VGA Distributor 3-fach

Some features and applications:

C
C

Computer and workstation RGB distribution
Component and RGB duplication studios (with appropriate cables+adapters), delivering
undiminished quality video dublicates

The VP-3 is a full bandwidth, 1:3 VGA Distribution Amplifier designed for computer and workstations
applications. The VP-3 splits a VGA/Super-VGA/XGA graphics card output to 3 monitors, with no
discernible signal degradation.
Input and output are DC coupled and conform to the highest standards. State-of-the-art video amplifying
circuitry makes the VP-3 the first choice Graphics Component Distributor. Signal bandwidth of 350 MHz
allows the VP-3 to be used with the highest quality graphics workstations.

Technical Specifications:

INPUT:

OUTPUTS:

VIDEO BANDWIDTH:
DIFF. GAIN:
DIFF. PHASE:
COUPLING:
K-FACTOR:
S/N RATIO:
DIMENSIONS:
POWER SOURCE:

Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V Sync, TTL level,
onHD15Fconnector
3 Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V Syncs-TTL
level, onHD15F connectors
350 MHz
0.3%
0.3 Deg
DC
0.2%
74 dB
24.5 cm X 16 cm X 4.4cm (W, D, H.)
230 VAC, 50/60 Hz (115VAC, U.S.A)

Ω

Ω

O U T 3O U T 2O U T 1INPUT CAUTION!

ELECTRICSHOCK

HAZARD!

SERVICINGBY

AUTHORIZED

PERSONNELONLY!

230VAC

FUSE

Art.-Nr.:1643



VGA Distributor 3-fach

Some features and applications:

C
C

Computer and workstation RGB distribution
Component and RGB duplication studios (with appropriate cables+adapters), delivering
undiminished quality video dublicates

Art.-Nr.:1633

ON 12VDC

OUTPUT3OUTPUT2OUTPUT1

INPUT

The VP-300 is a full bandwidth, 1:3 High Resolution VGA Distribution Amplifier designed for computer and
workstations applications. The VP-300 splits a VGA/Super-VGA/XGA graphics card output to 4 monitors,
with no discernible signal degradation.
State-of-the-art video amplifying circuitry and microchip technology make the VP-300 the first choice
Graphics Component Distributor. Signal bandwidth of 345 MHz allows the VP-300 to be used with the
highest quality graphics workstations.

Technical Specifications:

INPUT:

OUTPUTS:

VIDEO BANDWIDTH:
DIFF. GAIN:
DIFF. PHASE:
COUPLING:
K-FACTOR:
S/N RATIO:
DIMENSIONS:
POWER SOURCE:

Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V sync, TTLlevel,
onHD15Fconnector
3 Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V syncs-TTL level,
onHD15F connectors
Exceeding 345 MHz
0.06%
0.13 Deg
AC
<0.05%
74 dB
12 cm X 7.5 cm X 2.5cm (W, D, H.)
12 VDC, 75 mA

Ω

Ω



VGA Distributor 4-fach

Endlich ist es möglich bis zu vier Monitore an
einem Rechner zu betreiben. Dank des neuen
VGA - DISTRIBUTOR von ComDat Electronic
könnenanalogeVGASignaleverlustfreiaufvier
Monitore verteilt werden. Der Verteiler wird
einfach in die vorhandene Anlage zwischen
geschaltet, es ist keinerlei Abgleich notwendig.
Durch das HF-dichte Ganzmetallgehäuse
werden mögliche Störungen von vornherein
ausgeschlossen. Die Bandbreite von 50 MHz
unterstützteineAuflösungbis1024x768interla-
ced.

Der Verteilereingang wird mit einem möglichst
kurzen Kabel direkt an die Grafikkarte ange-
schlossen. Die Monitore werden dann entspre-
chend mit den vier Ausgängen verbunden,
wobeiAusgang1fürdenHauptmonitorvorgese-
hen ist. Erfolgt die Verteilung über größere
Distanzen,istdieVerwendungeinesMultikoaxi-
alkabel unbedingt erforderlich, um Schattenbil-
derundandereStörungenzuvermeiden.Dieses
Kabel können Sie in jeder beliebigen Länge,
auch fertig konfektioniert,bei unsbeziehen.Für
besonders kritische Anwendungen ist auch ein
Zwischenverstärkererhältlich.

+

+

+

+

+

+

+

+

+

ideal für Messen,
Schulungen,Verkaufsräume,
Überwachung, Kontrolle

keine störenden Geräusche am
Arbeitsplatz durch Auslagern des
Rechners (spezielle
Tastaturverlängerungen als Zubehör
erhältlich)

in Verbindung mit einem
Zwischenverstärker Übertragungen bis
100 m und mehr

erhöht dielebensdauer des Monitors bei
langen Leitungswegen

einfacher Anschluss keine Einstellungen
nötig

kaskadierbar

HF-dichtes Ganzmetallgehäuse

inkl. VDE-Steckernetzteil

LED Betriebsanzeige

Technische Daten:

Eingäng:

Ausgänge:

Spannungsversorgung:

Abmessungen (H x B x T):

Gewicht ( ohne Netzteil):

Arbeitstemperaturbereich:

max. Videofrequenz: 50 MHz

max. VGA-Auflösung: 1024 x 768 interlaced

Lieferumfang:

beliebigen Länge

Art.-Nr.: 1150

15 pol. HD-Stecker (male)

15 pol. HD-Buchse (female)

12 V DC

65 x 250 x 140 mm

990 Gramm

-15 b

Umschalter

Steckernetzteil

Bedienungsanleitung

Verkaufskarton

Zubehör: Anschlußkabel ca. 2 m

(nicht im Lieferumfang) Verlängerungskabel in jeder

° °is +55 C

ÄnderungenundIrrtumvorbehalten



VGA Distributor 4-fach

Some features and applications:

OUTPUT3 OUTPUT4 12VDCOUTPUT2OUTPUT1 INPUT

+

The VP-4 is a full bandwidth, 1:4 VGA Distribution Amplifier designed for computer and workstations
applications. The VP-4 splits a VGA/Super-VGA/XGA graphics card output to 4 monitors. The VP-4 is DC
fed making it suitable for fieldwork. Both the input and the output are AC coupled conforming to the
highest standards. State-of-the-art video amplifying circuitry makes the VP-4 the ideal graphics Component
distributor. Signal bandwidth of 350 MHz allows the VP-4 to beused with the highest quality graphics
workstations.

C
C

Computer and workstation VGA distribution.
Simplifyingaddition of monitors toaVGAdistribution chain

Technical Specifications:

INPUT:

OUTPUT:

VIDEO BANDWIDTH:
DIFF. GAIN:
DIFF. PHASE:
S/N RATIO:
COUPLING:
DIMENSIONS:
POWER SOURCE:

Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V Sync, TTL level,
onHD15F connector
4 x Analog Red, Green, Blue signals - 0.7 Vpp/75 H & V Syncs-TTL
level, on HD15F connectors
350 MHz
0.08%
0.11 Deg
73 dB
AC, inputs and outputs, with input protection circuitry
24.5cm X 18 cm X 4.5 cm (W, D, H.)
12VDC, 40mA, (to be used with a current limitedpower supply.)

Ω

Ω,

Art.-Nr.:1644



VGA Distributor 4-fach

Some features and applications:

C
C

Computer and workstation RGB distribution
Component and RGB duplication studios (with appropriate cables+adapters), delivering
undiminished quality video dublicates

Art.-Nr.:1640

ON 12VDC

OUTPUT4OUTPUT3OUTPUT2

OUTPUT1 INPUT

The VP-400 is a full bandwidth, 1:4 High Resolution VGA Distribution Amplifier designed for computer and
workstations applications. The VP-400 splits a VGA/Super-VGA/XGA graphics card output to 4 monitors,
with no discernible signal degradation.
State-of-the-art video amplifying circuitry and microchip technology make the VP-400 the first choice
Graphics Component Distributor. Signal bandwidth of 345 MHz allows the VP-400 to be used with the
highest quality graphics workstations.

Technical Specifications:

INPUT:

OUTPUTS:

VIDEO BANDWIDTH:
DIFF. GAIN:
DIFF. PHASE:
COUPLING:
K-FACTOR:
S/N RATIO:
DIMENSIONS:
POWER SOURCE:

Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V sync, TTLlevel,
onHD15Fconnector
4 Analog Red, Green, Blue signals - 0.7 Vpp/75 , H & V syncs-TTL level,
onHD15F connectors
Exceeding 345 MHz
0.06%
0.13 Deg
AC
<0.05%
74 dB
12 cm X 7.5 cm X 2.5cm (W, D, H.)
12 VDC, 75 mA

Ω

Ω



Any professional display system requiring a 2x1 switcher

and a high quality 1:4 DA.

Schools, businesses and points of sale.

Multimedia and presentation sources and acceptors

selection and signal distribution.

1698

TECHNICAL SPECIFICATIONS

TYPICAL APPLICATIONS
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VP-2422x1 XGA Switcher / 1:4 Distribution Amplifier

3 analog red, green, blue signals - 0.7 Vpp / 75 , H & V sync, TTL level, on HD15F connectors.

1 analog red, green, blue signals - 0.7 Vpp / 75 , H & V syncs, TTL level, on HD15F connectors.

19" rack adapter RK-MEDN (see page 6.23 for details).

450 MHz. -3 dB.

73 dB.

Less than 5ms.

0.05%.

3 electronic illuminated touch switches with electronic interlock.

Direct.

24.5cm x 18cm x 4.5cm (9.6" x 7" x 1.7"), W, D, H.

230 VAC, 50/60 Hz (115VAC, U.S.A.) 5.1 VA.

1.4 kg. (3.1 lbs.) approx.

Power cord.

The VP-242 is a high performance, high-

resolution, 2x1 switcher and a 1:4 distribution amplifier

for VGA through UXGA signals. The machine includes ID

bit control for both inputs, as well as LEVEL and EQ.

controls for the outputs. Video bandwidth exceeds 400

MHz ensuring transparent operation in all graphics and

presentation applications. The machine is housed in the

new, enlarged TOOLS enclosure, its width that

of a desktop PC cover, thus occupying very little space.

A 12V power supply is included but the optional VA-50P

can power up to six devices requiring 12VDC.

The VP-242 is part of the Kramer TOOLS family of

compact, high quality and cost effective solutions for a

variety of applications.

VGA

INPUTS:

OUTPUTS:

MAX. OUTPUT LEVEL:

BANDWIDTH (-3dB):

DIFF. GAIN:

DIFF. PHASE:

K-FACTOR:

S/N RATIO:

CROSSTALK:

CONTROLS:

COUPLING:

POWER SOURCE:

DIMENSIONS:

WEIGHT:

ACCESSORIES:

2 VGA/UXGA on HD15F connectors.

4 VGA/UXGA on HD15F connectors.

2.5 Vpp / 75

410 MHz.

0.05%.

0.03 deg.

<0.05%.

73 dB.

- 61 dB.

Level: -1 to +6 dB; EQ.: 0 to +8dB @ 5 MHz.

DC.

12 VDC, 100 mA.

19 cm x 13.5 cm x 2.5 cm (7.5" x 5.3" x 0.98") W, D, H.

0.6 kg. (1.32 lbs.) Approx.

12 VDC power supply.
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ideal für Messen,
Schulungen,Verkaufsräume, Überwachung,
Kontrolle

keine störenden Geräusche am Arbeitsplatz
durch Auslagern des Rechners (spezielle
Tastaturverlängerungen als Zubehör
erhältlich)

ideal für CAD/CAM und Workstations

Anschlüsse in BNC Ausführung

einfacher Anschluss,keine Einstellungen
nötig

kaskadierbar

HF-dichtes Ganzmetallgehäuse
(Schirmmaß 40 dB)

mit eingebautem Netzteil und Trafo nach
VDE

LED Betriebsanzeige

Technische Daten:

Eingäng:

Ausgänge: 4jeweils 5 x BNC Buchse

Spannungsversorgung: 230 V~ /50 Hz

Abmessungen (H x B x T): 82

Gewicht: 1950

Arbeitstemperaturbereich:

max. Videofrequenz: 200 MHz

max. VGA-Auflösung: > 1280 x 1024

Lieferumfang: VGA/RGB-Verteiler

Art.-Nr.: 1152

5 x BNC Buchse
(R,G,B,VS.HS)

x 256,5 x 215 mm
mit Füssen

Gramm

-15 b

Bedienungsanleitung

Verkaufskarton

Zubehör: Multikoaxkabel, RG 59,
(nicht im Lieferumfang) 5 x 2m BNC Anschlußkabel

° °is +70 C

ÄnderungenundIrrtumvorbehalten

VGA/RGB Distributor 4-fach
Der VGA/RGB-Verteiler von ComDat Electronic ist
ideal für CAD/CAM Anwendungen. Miteiner Band-
breitevon200MHzunterstützterhöchsteAuflösun-
gen und ist auch für künftige Grafikstandards be-
stensgeeignet.DieAnschlüßesind inprofessionel-
ler BNCTechnikausgelegt,somitkanndie Obertra-
gung mit verlustarmen RG-Kabel erfolgen. Hierbei
ist jedoch unbedingt auf gleiche Leitungslängen zu
achten.
Der Verteiler verarbeitet getrennte horizontal und
vertikal Syncronimpulse, sowohl negativ als auch
positiv. Ebenfalls unterstützt er ein Composit-
Syncsignal, als auch ein Syncsignal auf Grün. Mit
entsprechenden Adaptern könnenauch FBAS-, S-
VHS-oderähnlicheSignaleverteiltwerden.
Der Verteiler wirdeinfachindievorhandeneAnlage
zwischen geschaltet, es ist keinerlei Abgleich

notwendig.

DurchändernderVerstärkungimGerät,bestehtdie
Möglichkeit die Leitungsverluste bei größeren
Distanzen zu kompensieren. Der Verteilereingang
wirdmit5möglichstkurzenBNC-Kabeldirektandie
Grafikkarteangeschlossen.
BeikurzenVerteilerdistanzenkannunserMultikoaxi-
alkabelmit5x75Ohmverwendetwerden,daesnur
einen Außendurchmesser von 9 mm besitzt und
somitauchfürkleinereKabelschächtegeeignetist.
Bei größeren Strecken sollten 5 getrennte RG 59
Kabel verwendet werden, die geringere Verluste
aufweisen.
Beide Kabel können Sie injeder beliebigen Länge,
auchfertigkonfektioniert,beiunsbeziehen.



Mittels des VGA - DISTRIBUTOR von ComDat
Electronic können analoge VGA Signale verlustfrei auf
bis zu fünf Monitore verteilt werden. Durch Kaskadierung
mehrerer Geräte sind über 50 Ausgänge realisierbar.
Der Verteiler wird einfach in die vorhandene Anlage zwi-
schen geschaltet, es ist keinerlei Abgleich notwendig.

Die Bandbreite von 70 MHz unterstützt eine Auflösung
bis 1024 x 768 non interlaced und genügt somit höch-
sten Anforderungen.
Durch ändern der Verstärkung im Gerät, besteht die
Möglichkeit die Leitungsverluste bei größeren Distanzen
für mehrere Ausgänge zu kompensieren.

Ein Tischgehäuse aus Ganzmetall macht den Einsatz
auch unter kritischen Bedingungen möglich.

Der Verteilereingang wird mit einem möglichst kurzen
Kabel direkt an die Grafikkarte angeschlossen. Die
Monitore werden dann entsprechend mit den fünf
Ausgängen verbunden, wobei Ausgang 1 für den
Hauptmonitor vorgesehen ist. Erfolgt die Verteilung über
größere Distanzen, ist die Verwendung eines Multi-
koaxialkabels unbedingt erforderlich, um Schattenbilder
und andere Störungen zu vermeiden.
Dieses Kabel können Sie in jeder beliebigen Länge,
auch fertig konfektioniert, bei uns beziehen.
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ideal für Messen, Schulungen, Verkaufsräume,
Überwachung, Kontrolle usw...

keine störenden Geräusche am Arbeitsplatz, durch
Auslagern des Rechners
(spezielle Tastaturverlängerungskabel als Zubehör
erhältlich)

Übertragungen bis zu 100 m und mehr (Abhängig von
Frequenz, Kabel usw.)

Verstärkung nach Ihren Anforderungen intern änderbar
(Standard 1:1)

einfacher Anschluß, keine Einstellung nötig

Kaskadierbar

Tischgehäuse aus Metall

mit eingebautem Netzteil u. Trafo nach VDE

LED Betriebsanzeige

Änderungen und Irrtum vorbehalten

-15 b

Technische Daten:

Eingang: 15 pol. HD-Stecker (male)

Ausgänge: 15 pol. HD-Buchse (female)

Spannungsversorgung: 230 V~ / 50 Hz

Abmessungen (H x B x T): 85 x 250 x 180 mm

Gewicht: 1,5 kg

max. Frequenz: 70 MHz

max. Grafikauflösung: 1024 x 768 non interlaced

Lieferumfang: VGA Verteiler
Bedienungsanleitung
Verkaufskarton

Zubehör: Multikoaxialkabel
(nicht im Lieferumfang) 2 m Standard Anschlußkabel

Art. Nr.: 1173

Arbeitstemperaturbereich: is +70 C° °

C

VGA Distributor 5-fach
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